SMART JET® HEX MAX

The MAX gives you the most.
For the maximum print coverage, use the Smart-Jet® HEX MAX.

The Smart-Jet® HEX MAX has massive appeal. Paired with the HEX Controller,
the MAX gives you multiple printing options such as: double sided case
coding, multiple lane form fill machines, label replacement, and many other
essential features. You can print text, counter, box/lot, expiration date,

Julian date, shiftcode, and barcodes. While you get the benefit of free-design,
there’s also the advantage of printing online data and integrating with other
devices such as a PLC, camera and checkweigher. That’s a maximum amount
of advantages from the Smart-Jet® HEX MAX.

Smart-Jet®* HEX
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10" CONTROLLER FOR SIX 1" TlIJ PRINTHEADS

Features:

¢ Choice of up to 6 independent printheads

* 10" LCD Touch Screen

* Max printhead dimensions:

5.5" x 8.0" x 8.6"/140.5 x 203.5 x 219.2 mm
(6 Printheads)

* Max printable height: 6"/152.4mm (6 Printheads)

e Max print speed: 40m/min at 300 DPI

* Max resolution: 300 DPI

* Max throw distance: 5mm

e Complete range of print types

e System Languages: English (default), German,
Vietnamese, Chinese, Korean, Russian, Turkish,
Portuguese, Spanish, Polish, Greek and Italian
(and others)

e Print Languages: English (default),Viethamese,
Chinese (PRC), Turkish, Korean, Russian,
Japanese, Hebrew, Spanish, Thai, Portuguese
and Arabic (and others)

Smart Jet® HEX MAX

Specifications:

e Controller Dimensions: (L X W X H)
12" x 8" x 2.5" (305.6 x 200.9 x 64.2 mm)
¢ Printhead Dimensions: (L X W x H)
5.5" x 1.8" x 3.7"/140.5 x 45.9 x 94.5 mm
(1 Printhead)
5.5" x 3.2" x 4.7"/140.5 x 80.8 x 119.5 mm
(2 Printheads)
5.5" x 4.2" x 5.7"/140.5 x 107.8 x 144.3 mm
(3 Printheads)
5.5" x 5.3" X 6.7"/140.5 x 135.8 x 169 mm
(4 Printheads)
5.5" x 8.0" x 8.6"/140.5 x 203.5 x 219.2 mm
(6 Printheads)
e Controller Weight: 6.1 Ibs. (2,750 grams)
e Printhead Weight: .6 Ibs. (279 grams)
e Display: 10" touch screen
* Power Supply: AC 100V-240V, 50/60Hz,
DC 24V 9.2A
¢ Resolution: Max 300 DPI
e Print speed: Up to 40m/min at 300 DPI
¢ Density: 3 levels
e Throw Distance: .2" (5 mm) based
on printhead type

External encoder

Stitching plate—
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